
 

Non-gripping 
I-Rod® (white)

Non-gripping 
Nu-Bolt™(white)

NON-GRIPPING I-ROD® WITH FLATS AND NU-BOLT™
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I-Rod 
size

I-Rod 
height

Tab 
thickness

Part 
number

Part 
number

1/2” 1/4” 3 1/4” 2 3/8” 15/16” 1 3/16” 2 1/2” 3/8” 3/4” 5/16” 3/16” ROD0304 NUB0464

3/4 1/4 3 5/16 2 3/8 1 1/8 1 3/8 3 3/8 3/4 5/16 3/16 ROD0306 NUB0466

3/4 3/8 3 5/16 2 3/8 1 1/8 1 1/2 3 1/2 1 7/16 1/4 ROD0307 NUB0467

1 1/4 3 7/16 2 3/8 1 3/8 1 5/8 3 3/8 3/4 5/16 3/16 ROD0308 NUB0468

1 3/8 3 7/16 2 3/8 1 3/8 1 3/4 3 1/2 1 7/16 1/4 ROD0309 NUB0469

1 1/2 3/8 4 2 1/2 2 2 3/8 4 1/2 1 7/16 1/4 ROD0311 NUB0471

2 3/8 4 1/2 2 1/2 2 7/16 2 13/16 4 1/2 1/2 1 7/16 1/4 ROD0312 NUB0472

2 1/2 1/2 5 1/4 3 2 15/16 3 7/16 5 5/8 1 7/16 1/4 ROD0313 NUB0473

3 1/2 5 13/16 3 3 9/16 4 1/16 6 5/8 1 7/16 1/4 ROD0315 NUB0475

4 1/2 6 13/16 3 4 9/16 5 1/16 7 5/8 1 7/16 1/4 ROD0316 NUB0476

5 1/2 7 13/16 3 5 5/8 6 1/8 8 5/8 1 7/16 1/4 ROD0317 NUB0477

6 5/8 9 1/2 3 3/4 6 3/4 7 3/8 9 11/16 1 7/16 1/4 ROD0318 NUB0478

8 5/8 11 1/2 3 3/4 8 3/4 9 3/8 11 11/16 1 7/16 1/4 ROD0319 NUB0479

10 3/4 13 13/16 4 10 7/8 11 5/8 13 1/2 7/8 1 1/2 11/16 3/8 ROD0320 NUB0480

12 7/8 16 1/16 4 1/4 12 7/8 13 3/4 16 1 1 1/2 11/16 3/8 ROD0321 NUB0481

14 7/8 17 5/16 4 1/4 14 1/8 15 17 1 1 1/2 11/16 3/8 ROD0322 NUB0482

16 7/8 19 5/16 4 1/4 16 1/8 17 19 1 1 1/2 11/16 3/8 ROD0323 NUB0483

18 1 21 11/16 4 3/4 18 1/8 19 1/8 21 1/2 1 1/8 1 1/2 11/16 3/8 ROD0324 NUB0484

20 1 23 11/16 4 3/4 20 1/8 21 1/8 23 1/2 1 1/8 1 1/2 11/16 3/8 ROD0325 NUB0485

24 1 27 11/16 4 3/4 24 1/8 25 1/8 27 1/2 1 1/8 1 1/2 11/16 3/8 ROD0326 NUB0486

26 1 29 11/16 4 3/4 26 1/8 27 1/8 29 1/2 1 1/8 1 1/2 11/16 3/8 Call Call

28 1 31 11/16 4 3/4 28 1/8 29 1/8 31 1/2 1 1/8 1 1/2 11/16 3/8 Call Call

30 1 33 11/16 4 3/4 30 1/8 31 1/8 33 1/2 1 1/8 1 1/2 11/16 3/8 ROD0328 NUB0488

36 1 39 11/16 4 3/4 36 1/8 37 1/8 39 1/2 1 1/8 1 1/2 11/16 3/8 ROD0329 NUB0489

– Galvanised U-bolt

– Standard I-Rod® 

– 83º C max temp

– Polyshrink 

– Four nuts

Max temp: 83º C
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